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Wear acid resistant gloves, goggles and suitable face and skin protection. Before use, always

test an inconspicuous area for suitability. Do not use on acid sensitive surfaces.  Dilute 1 part

with 4 parts water and brush this solution onto the surface, leave in contact for at least 5

minutes, do not allow to dry out. Agitate surface to remove stubborn marks, rinse thoroughly

by spraying with clean water and give a final rinse with a mild alkaline solution.

Rinse applicators in water and dispose of after use.

Do not use on stainless steel or vitreous enamel.

An effective acidic cleaner of concrete, brick and masonry surfaces.

under

18
It is against the law
to sell or supply this
product to anyone
under the age of 18.

DANGER
May be corrosive to metals. Causes severe skin burns and eye

damage. May cause respiratory irritation. Avoid breathing

dust/fumes/gas/mist/vapours/spray. Wear protective

gloves/protective clothing/eye protection/face protection.

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

IF ON SKIN (or hair): Remove/take off immediately all

contaminated clothing. Rinse skin with

water/shower. IF IN EYES: Rinse cautiously with

water for several minutes. Remove contact

lenses, if present and easy to do. Continue rinsing.

IF INHALED: Remove person to fresh air and keep at

rest in a position comfortable for breathing. Immediately

call a doctor, a POISON CENTER.

Contains (amongst other ingredients):

Hydrochloric Acid (<30%), Less than 5% Nonionic Surfactants.

SPECIALISED PRODUCTS

1790/00
5 LITRE

ACIDIC CONCRETE & MASONRY CLEANER

INFORMATION SHEET

USE:
An effective acidic cleaner of concrete, brick and masonry surfaces.

DIRECTIONS:
Wear acid resistant gloves, goggles and suitable face and skin protection.

Before use, always test an inconspicuous area for suitability.

Do not use on acid sensitive surfaces.

Dilute 1 part with 4 parts water and brush this solution onto the surface,

leave in contact for at least 5 minutes, do not allow to dry out.

Agitate surface to remove stubborn marks, rinse thoroughly by spraying

with clean water and give a final rinse with a mild alkaline solution.

Rinse applicators in water and dispose of after use.

Do not use on stainless steel or vitreous enamel.

TECHNICAL:

Physical state:  Liquid

Colour:   Red

Odour:   Acidic

pH:    < 2

Density:   1.09 – 1.1
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